Specifications of the External Controller luminaires
In solar systems

Model N;OT;gfl Input current
20W 0.43A@48V

T 25W 0.55A@48V
& 30W 0.67A@48V
E @ 35W 0.73A@48V
] 40W 0.82A@48V
50W 1.03A@48V

60W 1.66A@36V

i 70W 1.93A@36V
g = 80W 2.2A@36V
u 90w 2.47A@36V
100W 2.77A@36V
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If the luminaire in dimming system, control
wiring are connected to luminaire dim’'s
terminal.

Dimmable for 12/24V DC luminaires with
PWM voltage pulse (0,10V) and 0-10 V
direct voltage are possible.

Dimmable for 48V DC luminaires are
possible only with PWM voltage pulse
(0,5V).
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Remove the screws using allen
wrench and seperate the pipe holder

Rotate 180 degree pipe holder and
retighten the pipe holder.

Adjust the angle and fix the screws
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O Loosen the screws using allen wrench
Q Adjust the angle and fix the screws
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Loosen the gland
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Tighten the gland
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Connect the cable
wires to the neutral,
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Install the luminaire
to the pipe stopper

phase and earth
terminals. e
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12/24/48V DC cable wires
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Interface piece only usable for pipe holder with

size 48
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1. Insert the interface piece into the pipe

holder.
2. Secure it with the available screw.
~

should be connected to - & +

l input voltage terminals and

- & + dimmable part
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In luminaires with external charge contoller cable wires

should be connected to - & + input voltage terminals.
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Installation and utilization instruction for LED street light
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To observe the terms and conditions of the
product guarantee, please refer to Golnoor's website

www.golnoor.com
info@golnoor.com

Mail-box 1586685717
Customer service : +98 021-88672727
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General conditions

Model SETAREH S SETAREH M SETAREH L SETAREH XL
Weight 2.6~3kg 4.6kg 6.5kg 12.3kg
Dimension(mm)(LxWxH) 453x206x86 560x257x97 659x310x104 736x390x141
Cable (mm°) 3x1.5, 3x2.5 3x2.5, 3x4
Installation height 5~7Tm 8~14m 10~16m
Pipe @33/42,042~48 @42~48 ‘ @42~48,048~60 248~60
Torque for screws fixing luminaire 10N.m 13N.m

Max. surface against wind (sqm) 0.07m’ 0.1m’ I 0.16m’ 0.24m’

Allen wrench size lbody:6mm, pipe:5mm body:8mm , pipe:8mm [body:10mm pipe:4mm

Color rendering

75

Power factor

0.95

Input voltage

230V.AC : 180~265V.AC/50~60Hz ~—

12V : 10~14V.DC, 24V : 22~26V.DC , 48V.DC : 40~52V.DC ==

Model N:onngl :#{gg:s; Lur;llhr:(ous Input current ta Tef"&elg:iufe
20w 2500 Im | 0.095A@230V[1.67A@12V[0.84A@24V]  —
25W 3125 Im | 0.115A@230V| 2.1A@12V | 1.05A@24V|  —
- 30W 125 MW 3750 Im | 0.14A@230V | 2.5A@12V | 1.256A@24V -
w 35W 4375 Im | 0.16A@230V | 2.9A@12V | 1.45A@24V |0.73A@48V
?_(:w 40W 5000 Im | 0.18A@230V [3.33A@12V[ 1.66A@24V|  —  |-20 ~ +50°C
u | sow 6250 Im | 0.23A@230V | 4.2A@12V| 2.1A@24V |1.05A@48V
60W 7800 Im | 0.274A@230V]  —
sow | 20 ™MW 50400 Im [0.seeA@zav]  — =
100W_| 125 Im/W | 12500 Im | 0.457A@230v|  — -
60W 7800 Im [0275A@230V|  — | 25A@24V[  — |,
70W 9100 Im | 032A@230V|  — | 29A@24V [1.46A@48V |~ 24v.DC
T 80W 10400 Im | 0.37A@230V | 6.7A@12V | 3.33A@24V 12/24V.DC 3000 K
Y| sow 11700 Im |0415A@230V|  —  |37sA@aav|  — |20 *50°C gggg?
£ = [ 100w | 130 MW 13000 Im | 0.46A@230V = [42A@24V | 21A@48V 2500 K
& [ 120w 15600 Im | 0.55A@230V | — = — | jevoc:
150W 19500 Im | 0.69A@230V | — =
175W 22750 Im | 0.80A@230V | — =
- 120W 15600 Im | 0.55A@230V —
I&J 125W 16250 Im — - 2.6A@48V
.<_( —| 150W | 130 Im/w | 19500 Im | 0.68A@230V - 3.1A@48V
W | 200w 26000 Im [ 0.92A@230V — — 20 ~ +50°C
250W 32500 Im | 1.14A@230V -
T [200w 26000 Im | 0.92A@230V = -
@ | 250w 32500 Im | 1.14A@230V =
£ % [aoow | %0 ™W 36000 im | 137A@230V | — = P TSRy
Z 340W 44200 Im | 1.55A@230V - - -20 ~ +40°C
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Dear customer, please read below items before
installation:

1. Pay attention to the supply voltage marked on the body of the
luminaire, and avoid applying improper voltage.

. If there are electric motors in the power network, be sure to use an
exclusive electrical distribution panel equipped with protective
equipment, and remove the luminaire from the circuit during
construction operations such as welding.

3. Be careful, do not connect the AC luminaire to 380V(in luminaire

with 230V AC input voltage).

For the AC luminaire connect the earth terminal to protective

earthing network.

5. For the DC luminaire don't connect the luminaire to line voltage
(230V AC) directly.

. Given that the attachment is of X type : if the external flexible
cable or cord of this luminaire is damaged, it shall be replaced by
a special cable or cable exclusively available from th manufacturer
or his service agent.

. After installing completely, please close the control gear door
tightly by lever lock.
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