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Installation and utilization instruction for Tetra LED garden lighting
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Dear customer, please read below items before installation:
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. Check the electricity network voltage before connect product.
. Be careful do not connect the luminaire to 380V (in luminaire with 230V AC input voltage).
. Be sure about the correct connection terminals after completing electrical connection.
. Be careful do not cover luminaire with thermal insulation material.
. Connect the earth terminal to protective earthing network. (in luminaire with 230V AC input voltage).
. Never open the optical part of the luminaire.
. Given that the attachment is of X type : if the external flexible cable or cord of this luminaire is damaged, it shall be
replaced by a special cable or cable exclusively available from the manufacturer or his service agent.)
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Mounting Steps
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ﬁ First, passed the cable from pipe holder ﬁ

into the luminaire.
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then put the luminaire on the pipe

and fasten the pipe holders screw (1).
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1.0pened the cap lock clamp by hand.
A |2-Cap must be guided upwards then turn
around the holder screw (shape A)
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Passed the cable from the cable holder and
connected to specific terminal and finally
closed the luminaire cap.
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Guaranty Conditions
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Dear customer; thank you for your faith, TETRA has guarantee (replace & repair) if you are using
insuitable conditions that putting up in guarantee policy.
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You can see guarantee policy in www.golnoor.com
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Factory : Isfahan-oshtorjan industries township - street No 5 Tel : +98 31 37609412-20 Fax : +98 31 37609410
Customer service : +98 021-88672727 Email : info@golnoor.com

Part number :1158011
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