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Installation and utilization instruction for Marmar LED panel luminaire Guarantee condition
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Dear customer; thank you for your faith, MARMAR has guarantee (replace & repair) if you
are using in suitable conditions that putting up in guarantee policy.
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You can see guarantee policy in www.golnoor.com

General conditions

Jiolao e gy sl
Dimensions in miI-ITmeters o )JSJ'S ‘5['03 639320
-20 ~ +45°C .
Ambient temperature range
‘ L ‘ H 90% ad hazo jlzo Cigh ) oy
° Max. ambient humidity
I * -'-ti.l .lJ_D
180~265V.AC/50~60Hz ~ (5399 JH'S 20 035530
m Input voltage
6 // 60W 40W 30W 20W 15W o L
= 0.270A | 0.180A | 0.140A | 0.093A | 0.070A 50809
//l \\\ @230V | @230V | @230V | @230V | @230V P
_ oL yles o po
0.95 Power factor
E132 69 32 03 4S5 bl i b allao (5399 jlilg jlao 639520"
Installation | Cut out(mm) | Weight(Kg) | Dimension(mm) Power(W) Model Input voltage items according to conditions that explained on the luminaire
S5 5707 x265 3.85 L595xW295xH70 15-20 30x60 o 1 =PV 50 | o £ yuSS o 1=V 50 | P=Po : aly e Ll — oyl imuo S jgi — lgiuol : a3ls)1S
Recessed | 570%x570% 6.5 L595xW595xH70 30-40-60 60x60 AFFOIATVIV : iy S oP 1=AASVEVEY : Ubgyd jl gy loas
= = Factory : Isfahan-oshtorjan industries township - street No 5 Tel : +98 31 37609412-20 Fax : +98 31 37609410
270.,x1165 7.2 L1195xW295xH70 30-40 30x120 Customer service : +98 021-88672727 Email : info@golnoor.com

Number : WI10309111 . Date : 99/03/10 rt number :115801223



Installed the gland (inside the package) on the body and passed the
cable from the gland. fastened gland when the 15c¢m of cable in side
the luminaire.
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have contact in to the ceiling.

figure.
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Passed the luminaire into the slot such that that luminaire corner (
for brackets moved downward, brackets perpendiculared to the

luminaire’s corner and after that tightened the luminaire into the
ceiling turning the bracket’s screws clockwise according to the g
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for released the heat sink, pushed the holder. then connected the
cable to the terminal and tighten the heat sink into the position. J
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L Finally placemented the frame by spring’s that shown in the figure.

Installation on tile

1. Opened the luminair’s door.

2. installed the gland (into the package) on the special position
on the body.

3. Pushed the holder for releasing the heat sink.

4. Connected the cable to the terminal and then pass the surplus
cable from the gland to out of the luminaire.

5. First tightened the heat sink and then closed the luminaire
door.

6. Carried the luminaire on the installing place and connected
the cable to power supply line.

7. Placed the luminaire on ceiling diagonally.
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Dear customer, please read below items before installation:
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1. Check the electricity network voltage before connect product

2. Be careful, do not connect the luminaire to 380V (in luminaire with 230V AC input voltage).

3. Connect the earth terminal to protective earthing network.

4. This luminaire is designed only for recessed installation.

5. Given that the attachment is of X type : if the external flexible cable or cord of this luminaire is damaged, it shall
be replaced by a special cable or cable exclusively available from the manufacturer or his service agent.
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Installation Steps

Installation on knauf
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Pull the luminair’s frame upward by two side screwdriver. for separated frame from the body, release the
(_ springs.
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1. First, separated the plastic plugs from
the body according to figl.

2. By turned the screw (counter clockwise),

\ puted the bracket’s lever into the position

that bigger than ceiling thickness.
(according to fig 2)
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