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Installation and utilization instruction for SOHEIL 2 LED street light
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Guarantee conditions
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Dear customer; thank you for your faith, SOHEIL 2 has guarantee (replace & repair) if you are using
in suitable conditions that putting up in guarantee policy.
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You can see guarantee policy in www.golnoor.com
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Tel : +98 31 37609412-20

Fax : +98 31 37609410
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Factory : Isfahan-oshtorjan industries township - street No 5
Customer service : +98 021-88672727
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Dear customer, please read below items before installation:
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1. Pay attention to the supply voltage range marked on luminaire body.

2. Be careful, do not connect the AC luminaire to 380V (in luminaire with 230V AC input voltage).
3. For the AC luminaire connect the earth terminal to protective earthing network.

4. For the DC luminaire don't connect the luminaire to line voltage (230V AC) directly.

5. Only use the PVC stranded cable 3x1.5mm?’ or 3x2.5mm?’ to connect the luminaire.

6. After installing completely, please close the control gear door tightly by lever lock.
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Mounting Steps
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Open the luminaire’s door by putting the
lock’s pins in unlock position (4 @)-
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Take out gland’s nut and sealering mount then

pass the proper cable through the pipe holder.
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Move the luminaire toward the pipe and
tighten the pipe holder screws.
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Put the gland sealing mount in proper position
and tighten the nut.
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connect the cable to specific terminal.
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Finally close the luminaire’s door by putting
the lock’s in lock mode position () @@&)-
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