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Guaranty conditions

Installation and utilization instruction for Setareh 3 street light
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13N.m Torque for screws fixing luminaire
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Dear customer; thank you for your faith, Setareh 3 has guaranty (replace & repair) if you
are using in suitable conditions that putting up in guaranty policy.
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You can see guaranty policy in www.golnoor.com
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Dear customer, please read below items before installation:
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1. Check the electricity network voltage before connect product.
2. Be careful, do not connect the luminaire to 380V (in luminaire with 230V AC input voltage).
3. Connect the earth terminal to protective earthing network.

4. After installing completely, please close the control gear door tightly by lever lock.

General conditions
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Input voltage items according to conditions that explained on the luminaire
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Electrical Connections
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Please open the control gear door and take out
gland nut and sealer.

Pass the proper cable through the pipe holder.
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Move the luminaire toward the pipe and
tighten the pipe holder screws.
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Put the gland sealer in position and tighten
the nut.

Connect the cable to prepared terminal.
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Installation Capabilities

me Angle adjustment from -15 to +15 degrees for horizontal pole entry
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Open the screws using allen wrench size 10mm
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Adjust the angle and fix the screws

me Angle adjustment from +75 to +105 degrees for vertical pole entry
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seperate the pipe holder
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Remove the screws using allen wrench size 10mm and
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the pipe holder.

-inner diameter 48mm

e Capability of two different size of pipe holder installation (optional) :
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-inner diameter 60mm
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